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Test Item: Corrosion Test

1. Environment conditions：

Temperature:22.3℃ Humidity:52%RH

2. Tested Sample:

Sample No. Sample Name Sample Type Sample Quantity

001 LED STREET LIGHT AOK-150WiL02-NV-L3-00-40 1PC

3. Reference Basis: ISO 9227-2017

4. Test Condition:

1. Test chamber temperature: 35℃;

2. Saturator temperature: 47℃;

3. Solution concentration: 5%NaCl;

4. Solution PH value: 6.7~7.2;

5. Salt fog settlement: 1~2mL/80cm2/h;

6. Test time: 2500 hours;

7. Rinse for 5 minutes with tap water below 35℃, then rinse with distilled or deionized water, then
shake or air dry to remove the droplets.

5. Test Equipment:
Sequence Equipment Name Serial No. Valid Date to

1 Salt fog test box GLCS-S-176 2021/8/31
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6. Assignment of ratings

7. Test Results: After tested, the sample appearance had not obvious corrosion and function was normal

Sample No. The classification after 2,500
hours

Verdict

1 8
After the test,only a little

corrosion on the sample surface.

Remark：AOK-150WiL02-NV-L3-00-40 model
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8. Test Photo
Sample Photo before the Test:

Sample Photo during the Test:

Sample Photo after the Test:
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Revision History

Revision Issue Date Revision Content Revised By

V1.1 2021/09/03 Modify the Client 、 Manufacturer 、 Model and
Trademark

Seth Cai

Remark：This report is based on the report No. LCS200722088BS. This report is invalid without the original report.

----- End of test report -----
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